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Emperor ����
Workstation   

V09 
Side-mounted PC 

 

Dimensions  a = 113.0 cm 

b = 190.5 cm 

c = 156.8 cm 

d = 212.1 cm  

Monitors  

����

3 Synchronized 19" LCD monitors:  PC 15 Pin D-sub (VGA), DVI-D (HDCP), vertical scanning 
frequencies: 56 ~ 75 Hz, native/max resolution: 1280x1024, brightness: 300 cd/m2, contrast ratio: 8000:1 
(DFC), response time: 2 ms (GtoG), video signal: RGB analog / digital 

Seat 

 

RECARO Style Top-line:  All leather, various colors available, seatback adjustment on both sides, 
climate package RECARO Airmatic® System for effective lumbar support, seat cushion extension, fully 
upholstered headrest, contoured shoulder area, adjustable side bolsters, combined electric height and tilt 
adjustment, RECARO vent®, electric recline adjustment and electric height adjustment����

Motion  Getting In: The Emperor’s upper section rises to allow the user to be seated, then lowers back into 
position the three monitors at the perfect height and angle for optimum viewing comfort 

User Positions: Regular upright sitting position, fully or partially reclined position��

Rotation:  Complete 360° rotation and programmable to complet e a 360° rotation over 8 hours 



�

Communication 
Devices  

WebCam: Logitech QuickCam Pro 9000  

Headset: GN Netcom 9120-FLEX Wireless Headset with Noise-Canceling 

Audio System  

 

BOSE Companion 5 : Two double multimedia speakers with Acoustimass module designed for 5.1-
encoded music, games and movies, single USB connection, active electronic equalization, TrueSpace®  
surround digital processing circuitry, internal power supply, etc. 

Lighting  Adjustable perimeter LED lighting (on/off, color and brightness) 

Two adjustable working LED lights (on/off brightness) 

Air  HEPA Air Purification System: Delivers pure air to the work environment, reduces airborne bacteria by 
99.7%, precise air flow control (up to 30 air changes/hr.) 

Control Center  

 

����

7” LCD Touch Screen:  OS and power independent PC, password and/or IRID protected, user-friendly 
interface to control the Emperor’s environment, positions (open/close, up/down and seat adjustments), 
lights, air flow and sound, PC start/shutdown, etc. 

Docking  Apple Universal Dock: Offers easy access to a USB port for charging and syncing an iPod or iPhone. 
Includes the Apple Remote for easy control from across the room. 

Gaming Devices  Fully integrated PLAYSTATION 3  

Actual Windows  
Based Configuration  

 

Processor : Intel® Core™ i7-965 Extreme 3.2 GHz 8MB Cache / High-Performance Liquid Cooling + 
Acoustic Dampening  

Graphics Processor : Dual 1,792 MB NVIDIA® GeForce® GTX 295 

Memory : 12GB DDR3 SDRAM at 1600MHz - 6 x 2048MB 

Motherboard : Intel® X-58 Motherboard- Socket 1366 Core i7 Ready, Dual Triple Channel DDR3 
Memory  

Operating System:  Windows Vista® Ultimate SP1, with media 

System Drive : Extreme Performance (RAID 0) - 600GB (2 x 300GB) Velociraptor SATA 3.0Gb/s  

10,000RPM 2 x 16MB Cache  

Optical Drives : Single Drive Configuration - 20X Dual-Layer Burner (DVD±RW, Dual High Performance  

Gigabit Ethernet Ports  

Sound Card : High-Definition 7.1 Performance Audio  

External Storage : 320GB 2.5" USB 2.0 Maxtor BlackArmor™ Portable Hard Drive  

Storage:  High Performance (RAID 0,1), 500GB (2 x 500GB) eSATA 3Gb/s 7,200RPM 2 x 16MB Cache 
Lite-On DH-401S-08 Blu-Ray Internal Playback Drive 4x BD-ROM, 12x DVD±R SL Read, 8x DVD±R DL 
Read, 8x DVD±RW SL Read, SATA, Black 

Sound Card:  High-definition 5.1 performance audio 

Wireless:  Intel® 4965 802.11a/g/n dual-band mini card 

Mouse & Keyboard:  Razer Lachesis™ 4000dpi Laser Gaming Mouse + Logitech® diNovo Edge wireless 
Keyboard 

Extra Input Devices  

 

2 USB 2.0 Ports USB 1.1/2.0 Hi/Low speed support 

1 IEEE 1394 Port 1394a Support 

1 LCD Display Temperature display fan status 

2 Fan Speed Controllers 

2 eSATA Ports 

Stereo MIC Input /headphone output ports & all-in-one media card reader 

Battery Back-up  Protection against sudden power failure, up to 30 minutes of power autonomy and built-in safe shutdown 
procedure 

 

 


